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1-PIECE or 2-PIECE
ECONOMY STYLE

Threaded or Solder Ends
Not Suitable for Socket Weld or 

Silbraze

BRONZE THREADED
ITEM ID: 375202

BRONZE SOLDER
ITEM ID: 374202

STEEL THREADED
ITEM ID: 376201

STAINLESS THREADED
ITEM ID: 377207

LEVER OPERATOR OPTIONS:
Stainless Lever
Round Handle for space limited 
applications
Locking Lever
Deadman Spring Return Lever

GEAR OPERATOR:
Motor Operator - Electric, 
Pneumatic, Hydraulic STANDARD PORT FULL PORT

FLANGED BALL VALVE

150 LB BRONZE
ITEM ID: 385202

150 LB STEEL
ITEM ID: 386201

300 LB STEEL
ITEM ID: 388201

150 LB STAINLESS
ITEM ID: 387207

300 LB STAINLESS
ITEM ID: 389207

3-PIECE
THREADED

Socket Weld or Silbraze Ends

BRONZE THREADED
ITEM ID: 375302

BRONZE SILBRAZE
ITEM ID: 375332

STEEL THREADED
ITEM ID: 376301

STEEL SOCKET WELD
ITEM ID: 376331

STAINLESS THREADED
ITEM ID: 377307

STAINLESS SOCKET WELD
ITEM ID: 377337

Ball Valves

SIZES: 1/4” to 12”

Ball valves are available in straightway design for quarter-turn on/o� applications or multiport for diverter functions. Ball valves can be 
supplied in a wide variety of materials, style, end connections, and pressures. Standard port (bore) is reduced, full port design is 
available in most styles. Firesafe ball valves are also available. Typical ball valves are constructed with te�on seats and as such have 
limited temperature service range. Metal seated ball valves are available for severe or high temperature service. Other end connections 
are available upon request.

Bronze ball valves are typically rated 400/600 WOG. Steel and stainless are typically 800/2000 WOG. Special high pressure ball valves 
can be supplied in steel or stainless rated up to 6000 PSI.

3-WAY MULTIPORT DIVERTER

BRONZE THREADED
ITEM ID: 375902

STAINLESS THREADED
ITEM ID: 377907

BRONZE FLANGED
ITEM ID: 385303

STEEL FLANGED
ITEM ID: 386301

STAINLESS FLANGED
ITEM ID: 387307
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