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QUICK OPEN, MANUAL CLOSE
BRONZE THREADED GATE
DRAIN or VENT SERVICE

SIZES: 1/2” to 4”
ITEM ID: 112151

QUICK OPEN, SELF CLOSE
BRONZE THREADED GATE

SPRING RETURN LEVER
SIZES: 1/2” to 4”

ITEM ID: 112151M

QUICK OPEN, SELF CLOSE
BRONZE THREADED GLOBE

AIR or WHISTLE SERVICE
SIZES: 1/2” to 2”
ITEM ID: 112351

QUICK OPEN, SELF CLOSE
BRONZE THREADED SOUNDING COCK

NPT or BSP TANK SERVICE
SIZES: 1-1/2” and 2”

ITEM ID: 990703

QUICK OPEN, SELF CLOSE
BRONZE, STEEL or STAINLESS BALL VALVE

“DEAD MAN” SPRING RETURN LEVER
SIZES: 1/2” to 2”

AVAILABLE UPON REQUEST

Quick Open Valves

Scupper Valves

SIZES: 2” to 8”

DESIGN DESCRIPTION
Scupper valves, also called discharge check or storm valves, are 
used on overboard discharge lines. The 150 lb commercial ASME 
valves with �ange drilling are all bronze construction. The valves 
are available with or without gag control, when ordering please 
speci�y. Navy drilled upon request.

180° FLANGED

WITH CONTROL 
ITEM ID: 515071

WITHOUT CONTROL
ITEM ID: 515070

90° FLANGED

WITH CONTROL 
ITEM ID: 515081

WITHOUT CONTROL
ITEM ID: 515080
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