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Inverted Vent Check Valves

SIZE: 1” to 12” 

DESIGN DESCRIPTION
• Cast Iron, Cast Steel or Bronze Body
• Monel, Stainless Steel or Poly Float Ball
• Threaded, Flanged, Buttweld or Silbraze Ends

Inverted vent check valves protect tanks and bulkheads from vacuum and 
pressure build-up during loading and unloading of liquid or dry cargo, and 
assure maximum e�ciency during pumping operations. The ball �oat 
prevents contamination of tank cargos by saltwater during heavy seas.

The stainless steel �ame screen isolates �ammable �uids and dry cargo 
dust from deck �res. A protective mesh covers this �ame screen and 
protects it from damage.

Replacement balls are available in monel, stainless steel or poly. Specify 
valve size or ball diameter.

Tank Air Escape Valves
Vent Terminals

SIZES: 1” to 12”

DESIGN DESCRIPTION
• Cast Iron, Cast Steel or Bronze Body
• Threaded, Flanged, Buttweld or Silbraze Ends

Tank air escape valves permit the free passage of air into tanks, dry cargo 
holds, or storage spaces, and prevent vacuum or pressure build-up during 
pumping operations. These valves have no automatic means of closing 
and should not be used in locations accessible to sea water. The stainless 
steel �ame screen isolates �ammable �uids and dry cargo dust from deck 
�res. It also prevents the entrance of insects into cargo areas. Although 
similar in design to inverted vent checks, vent terminals are not equipped 
with a ball �oat.
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